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Certificate of
Compliance

Issued to:

TMSS France, DBA Telemecanique Sensors
35 Rue Joseph Monier Rueil Malmaison 92500
France

This certificate confirms that representative samples of:

NRKH7 - Proximity Switches Certified for Canada
See Addendum Page for Product Designation(s).

Have been evaluated by UL in accordance with the Standard(s) indicated on this
Certificate.

CSA C22.2 No. 60947-5-2, Low-Voltage Switchgear and
Controlgear - Part 5-2: Control Circuit Devices and Switching
Elements - Proximity Switches

CSA C22.2 No. 60947-1, Low-Voltage Switchgear and
Controlgear - Part 1: General Rules

Additional Information:
See UL Product iQ® at https://ig.ulprospector.com for additional information.

This Certificate of Compliance indicates that representative samples of the product
described in the certification report have met the requirements for UL certification. It
does not provide authorization to apply the UL Mark. Only the Authorization Page
that references the Follow-Up Services Procedure for ongoing surveillance provides
authorization to apply the UL Mark.

Only those products bearing the UL Mark should be considered as being UL Certified
and covered under UL’s Follow-Up Services.

Look for the UL Certification Mark on the product.

h&:&g@;&
David Piecuch

UL Mark Certification Program Manager

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL.
For questions, please contact UL Solutions Customer Service at_https://www.ul.com/contact-us.
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CERTIFICATE OF COMPLIANCE

Certificate number | -CA-2134886-4
Report reference  E£139704-20170612
Date  2024-06-27

This is to certify that representative samples of the product as specified on this certificate were tested according to the
current UL requirements.

Model Product Description

Cat. No. XCS, followed by R, followed by C, followed by Proximity switches
one alphanumeric digit, followed by 0, 1A, 1M or 2,
followed by L or M with a one or two digits number, may be
additionally followed by M with a one or two digits number,
may be followed by S followed by two digits.

XCS, followed by R, followed by D2, followed by 1, Proximity switches
followed by 0, followed by a three alpha-numeric digits
suffix, may be followed by S followed by two digits.

SR,

David Piecuch
UL Mark Certification Program Manager

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please contact UL Solutions Customer

Service at https://www.ul.com/contact-us.
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